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JENN FENG ELECTRIC INDUSTRIAL CO., LTD.

Stud-Mount Fuse Holder

ZCHC-X-X

BA24010301

2024/1/4
A

Tim

Table

Part No Holder Part No Cover Part No Nut  Part No Dim"A" Dim"B"

ZCHC-1-1/4 ZCH-1/4 ZCH-C NUT-1/4 6.5 43.0
ZCHC-1-M8 ZCH-M8 ZCH-C NUT-M8 6.5 38.5
ZCHC-2-1/4 ZCH-1/4 ZCH-C NUT-1/4 8.5 43.0
ZCHC-2-M8 ZCH-M8 ZCH-C NUT-M8 8.5 38.5
ZCHC-3-1/4 ZCH-1/4 ZCH-C NUT-1/4 10.5 43.0
ZCHC-3-M8 ZCH-M8 ZCH-C NUT-M8 10.5 38.5

ZCHC-X-X
1/4 - 1/4-20 UNC
M8 - M8x1.25

1- Ø6.5 Mouting Hole(M6)
2- Ø8.5 Mouting Hole(M8)
3- Ø10.5 Mouting Hole(M10)

ZCH+ZCH-C

Specifications:
1.Recommended Fuses : For ZBF Series
2.Material:
  a.Cover : TPV(UL94 V-0) , Red
  b.Base: PPS-GF%(UL94 V-0), Black.
  c.Stud:Stainless steel , Zinc Black Plated
  d.Busbar: Cooper alloy Thichness 2.5mm, Tin Plated
  e.Nut:Steel , Zinc Plated
3.Recommended Torque: M8x1.25 Nut: 14 ± 2 Nm
                                     1/4-20UNC Nut : 9.8 ± 1.4 Nm
4.Current Rating Continuous: 300 Amps
5.Current Rating Max: 400 Amps
6.Current Rating Max Terminal: 400 Amps
7.Input Terminals: M6, M8, M10 Stud Mount Hole
8.Mounting Method: M6, M8, M10 Stud Mount
9.Output Terminals: 1/4-20UNC and M8x1.25 Stud 
10.Temperature in Celsius: Operation Temperature: -40 °C ~ +125 °C
11.Storage temperature: -55 °C ~ +125 °C
12.Max Voltage Rating: 32V DC
13.Application Notes: Fuse must not exceed 75% of rated current
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